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LIGHTING 

 

BASIC FEATURES: 

 in standard, OW, OP, ON, OK, OZ canopies are executed without lighting installation and do not have light switches 

 available types of lighting (not available in canopies with UV filtration system): 

 AW106, AW109, AW112, AW115 – LED lighting in a form of a suspended casing mounted to the ceiling 

 AW206, AW209, AW212, AW215 – LED integrated lighting (not available in OZ condensate canopies) 

 spotlight (LED) – on request 

 maximum permissible exposure temperature on LED lighting in continuous operation cannot exceed 80oC. 

 energy efficiency class A+ 

 high LED efficiency on at 130lm/W 

 protection degree IP 44 

 safety tempered glass 

 

 

Suspended lighting, type: AW106, AW109, AW112, AW115 

model 
power 

[W] 

luminous flux 

[lm] 

dimensions [mm]  

WxDxH 

 

AW106 2x9 2x 1070 660x154x62 

AW109 2x14 2x 1720 960x154x62 

AW112 2x18 2x 2240 1260x154x62 

AW115 2x22 2x 2760 1560x154x62 

 

Integrated lighting, type: AW206, AW209, AW212, AW215 

model 
power 

[W] 

luminous 

flux [lm] 

dimensions 

[mm]  WxDxH 

 

AW206 2x9 2x 1070 660x260x71 

AW209 2x14 2x 1720 970x260x71 

AW212 2x18 2x 2240 1270x260x71 

AW215 2x22 2x 2760 1570x260x71 

 

Minimum canopies depths depending on the type of lighting 

canopy type description 
suspended lighting integrated lighting 

wall central wall central 

OW exhaust canopy 700 1500 800 1600 

OP exhaust canopy for low rooms 700 1500 800 1600 

ON induction canopy 1000 2000 1200 2400 

OK induction canopy with compensation 1000 2000 1200 2400 

 

Number of lamps depending on the width and type of canopy 

width 
suspended lighting integrated lighting 

wall central wall central 

700 ≤  L < 1000 1x AW106 2x AW106 1x AW206 2x AW206 

1000 ≤  L < 1300 1x AW109 2x AW109 1x AW209 2x AW209 

1300 ≤ L < 1600  1x AW112 2x AW112 1x AW212 2x AW212 

1600 ≤ L < 2000 1x AW115 2x AW115 1x AW215 2x AW215 

2000 ≤ L < 2300 2x AW109 4x AW109 2x AW209 4x AW209 

2300 ≤ L < 2600 1x AW109+1x AW112 2x AW109+2x AW112 1x AW209+1x AW212 2x AW209+2x AW212 

2600 ≤ L < 2900 2x AW112 4x AW112 2x AW212 4x AW212 

L = 2900 1x AW112+1x AW115 2x AW112+2x AW115 1x AW212+1x AW215 2x AW212+2x AW215 

Gort has rights to change the dimensions and construction in order to upgrade the functionality without informing the user. 


